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I. INTRODUCTION

This report describes a differential calorimeter designed to measure

total hemispherical emittance and normal spectral absorptance of engineering

materials over the temperature range 200 to 700*C. This apparatus is of

interest because it provides a convenient means for measuring the thermo-

optical properties of materials that are degraded by the effects of tempera-

ture. In particular, the response of material samples that have been exposed

to laser radiation may be significantly affected by changes in the surface

optical properties of those samples during exposure.

The thermo-optical properties of engineering materials are generally not

available. This is particularly true for properties at elevated temperatures,

or for thermally degraded materials. Furthermore, such properties are affected

by handling and other environmental or processing conditions to such an extent

that direct measurements taken on the specific materials of interest are often

the only means of obtaining the data with which one may confidently model

material response to thermal-radiation inputs.

The methods for evaluating the emittance and absorptance of materials

fall into two general categories: radiometric and calorimetric. Radiometric

techniques usually require elaborate equipment and, while capable of rela-

tively high precision, are operational only within the band gap of their

detector's sensitivity. Measurements are, for the most part, angle dependent

and subject to systematic errors that may be difficult to evaluate. On the

other hand, calorimetric techniques are relatively simple and free from sys-

tematic errors.1  Historically, methods for monitoring power and temperature

have been crude and of low precision and have made this approach less desir-

able. Today's electronic devices, however, allow for greater accuracy in

measurement. For this work, a calorimetric approach was chosen.

5
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This report discusses the design and operation of a high-temperature O

(200-700'C) calorimeter. It presents the mathematical analysis necessary to

calculate the total hemispherical emittance £(2w,T) and normal spectral

absorptance a(X,T) of selected materials. This analysis will be applied to

experimental data, and the emittance and absorptance at 10.6 Un of SiC/A120 3  0

as a function of temperature will be calculated. This apparatus provides a

novel approach for measuring the laser absorption of materials as a function

of temperature and wavelength.

In principle, with a calorimetric technique the emittance or the absorp-

tance of materials may be calculated for either a steady or dynamic state.

However, because emittance and absorptance are generally temperature depen-

dent, it is more appropriate to take measurements at equilibrium points. For

the approach discussed here, a sample and its surrounding environment are

brought to a predetermined temperature. By accounting for all the power "

inputs as well as the power outputs when a steady-state condition is achieved, .-

one can calculate values fur total hemispherical emittance or laser absorpt-

ance.

6
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II. APPARATUS AND CONTROLS

The high-temperature calorimeter designed for this experiment is shown in

Figure 1. It is symmetrical through a cross-sectional midplane. Sample

materials are positioned in either side of a housing that provides a high-

temperature environment. The housing itself, made of oxygen-free, high-

conductivity (OFHC) copper, consists of a main body, two sample-carrier rings,

and two front plates. Sample assemblies are supported within the carrier

rings by means of low-conductivity ceramic standoffs. Each front plate has a

circular opening that tapers to a knife edge to minimize the extent to which

the plate obscures the sample's view.

To insure that transient thermal deformations do not result in undesir-

able contact, a gap of about 0.050 in. separates the sample from the knife

edge. Each sample is mounted against an OFHC copper block in which two

cartridge heaters are imbedded. The main housing is heated separately by a

clamshell-type heater. The assembled calorimeter is encased in a gold-coated

stainless-steel jacket. Each of the three units (the housing and two samples)

has its own temperature controller and power controller. Power transducers

monitor the output of the power controllers and provide proportional voltage

signals that can be recorded. Twenty thermocouples monitor temperatures

throughout the apparatus (see Fig. 2). All electronic devices have been

assembled and hardwired into a single console.

A dual calorimeter design was chosen. By testing two samples one can

obtain an immediate corroboration of the results: two data points are taken

simultaneously. A dual design provides a convenient way for measuring the

thermo-optical properties of materials that are degraded by exposure to laser

radiation, since electrical power to one of the samples can be monitored

continuously while the laser illuminates the other. If, when one measures

absorptance the illuminated sample degrades while the other does not, then the

degradation is due to the absorptance of the sample at the particular wave-

length of the laser being used.

7
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Fig. 2. Assembled Calorimeter (shield not shown)
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The operating range of the calorimeter is limited by the failure

temperature of the cartridge heaters, which is between 750 and 800*C. To

allow for overshooting, 700*C is the maximum temperature for taking data.

The minimum allowable temperature is dictated by the temperature controllers,

which begin regulating at 200°C.
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III. THEORY OF OPERATION

The temperatures of each of the two samples and the housing of the

calorimeter are controlled independently. When a steady-state condition is

achieved, i.e., when the housing and samples are the same constant temper-

ature, the power input can be equated to the power output. The task is to

account for all the power lost or gained by the sample. Therefore

Pelec Prad + Pcond + Pexch + Pfg +Pcal (1)

where

Pelec total electric power (as measured by the power transducers)
needed to keep the sample at a specified temperature

.rad power radiated by the surface being measured to its surroundings

Pcond power conducted through the standoffs (due to small temperature
differences between the sample heating block assembly and the
carrier ring)

Pexch power exchanged between the inside surfaces of the housing and
the back surfaces of the sample heating block assembly

P = fraction of the power (which originates at the sample heating
block assembly) radiated by the gap between the sample and front
plate

Pcal power discrepancies (due to resistance losses and/or meter
calibration) betveen the transducer reading and actual power

Prad is calculated as follows. According to the Stefan-Boltzmann Law and

under the assumption that there are no reflections, the net power radiated by

surface I in the presence of nearby surface 2 is

P 1F ATI 122,1A2T 2

11.



where

a a Stefan-Boltzmann constant

A W area of surface 1

A2  a-area of surface 2

1 = emittance of surface I

C2 W emittance of surface 2

T1  temperature of surface 1

T2  temperature of surface 2

F1, 2  fraction of total surface seen by surface 1 belonging to
surface 2. Also called the view factor 1,2

F 2 , - fraction of total surface seen by surface 2 belonging to

surface 1. Also called the view factor 2,1

a = absorptance of surface I S

Using Kirchhoff's law, CI = al, and using the fact that for any two

surfaces

the power exchanged between the sample and any other surface seen by the

sample is P

n4 4
P = I FI ( - T (2)
radJ2 T  J 2 ... '

where the subscript 1 refers to the sample and the running subscript j refers

to the surfaces seen by the sample. If the emittances of all the surfaces

except that of the sample are known, all the parameters shown are measurable

and eI may be calculated. The determination of the view factors is achieved

by taking advantage of the axial symmetry of the various apertures in the

field of view of the sample. For the calculation of view factors see the

Appendix.
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The power conducted through eight standoffs holding the sample is calcu-

lated from the equation
2

Pcond = 8KA(TI - Tcr)/"

where

K = thermal conductivity of the ceramic standoffs at the average
temperature of the housing

A 0 cross-sectional area of a standoff

I = length of a standoff

T, - temperature of the sample

Tcr m temperature of the carrier ring

The power exchanged between the inner surfaces of the calorimeter and the

sample heating block is calculated from the equation

4 4
C U A I (T 4 T 4 )

Pexch =  A I  - "'
A 0 (- cu) 'i.
2 C

where

C M emittance of OFHC polished copper
cu
a M Stefan-Boltzmann constant

Ai = total inner surface area of the calorimeter

A2  = total surface area of the sample heating block assembly exposed
to the interior cavity of the calorimeter

T temperature of sample

Tav = average temperature of the housing

Although this equation is developed in Ref. 3 for two concentric cylin-

ders, where edge effects have been ignored (i.e., for cylinders assumed to be

of infinite length), it may be used here because the sample assembly surface

13 *~*** .'*** .*.* *'.*...m.



exposed to the interior cavity is completely enclosed by the inner surface of

the housing. In this case the view factor F1,2 is 1. (In fact, the same

equation applies to two concentric spheres.)

The temperature of the housing is not uniform, a problem that becomes

more pronounced as the temperature is increased. Each side has three main

sections and, although the temperature within these sections remains

reasonably constant, the temperature between them differs slightly. For

example, when the calorimeter is operated at a temperature of 700*C, there is

a temperature difference of about 7*C from the midsection to the front

plates. An effective temperature of the housing may be calculated by using a

surface-area-weighted average, as follows:

3

T ij i=i
av 3

i=1l

where Ai is the interior area of a section and Ti is the corresponding tem-

* perature (assumed to be constant within that section).

*The power radiated by the gap between the sample and the front plate was

calculated by using an emittance of I (i.e., the gap was considered to be a
blackbody cavity). As this power originates on the surfaces of the interior

walls, a ratio of the back surface area of the sample heating block assembly

to that of the total interior surface area must be proportional to the ratio

of the power originating from the sample heaters to that of the total power

radiated by the gap. Therefore

AbA sb .

fg At gap

14
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where

Pfg fraction of power, emitted through the gap, that originates at
the sample heating block assembly

Asb - area of the sample heating block assembly

At = total area where radiation originates

P m total power radiated by the gap
gap

Pgap is computed by using the same equation as for Prad' Eq. (2), with the

corresponding areas and view factors.

Finally, Pcal was determined by evaluating the difference between the

output of the power transducer and the output of a calibrated source for the

same resistive load. Purely resistive losses in leads were estimated to be

negligible.

If Pnet is the algebraic sum of Pelec' Pcond' Pexch' Pfg' and Pcal' then,

substituting in Eq. (1)

Pnet Prad

Substituting for Prad from Eq. (2), the total hemispherical emittance 1 is

P
CP(2rT) net (3)

n 4
aA F j (T1 - £T )

Laser absorptance as a function of temperature and wavelength my be

determined, as with emittance, by first raising the housing and the two sam-

ples to the specified temperature with electrical power. Once steady state

has been achieved, the front sample is illuminated with a laser (see

Fig. 3). The temperature controllers immediately reduce electrical power to

the sample. When a new equilibrium is reestablished, at the same temperature

as before, the absorptance of the material as a function of temperature and

laser wavelength can be extracted from the equation

15 -t

...................................................................................................



LASER ON

0~~ P2

IP 1

TIME

Fig. 3. Expected Behavior of Power Controllers' Output
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P2 P I + aP L

where

P2 - electrical power at equilibrium before laser is turned on

P1  - electrical power at the new equilibrium while the laser is
illuminating the sample

a W absorptance of the sample

PL M laser power of the laser incident on the sample

Therefore

P2 - P
a(X,T) - L (4)

This approach for measuring the absorptance of a material under laser

radiation is particularly attractive. At equilibrium the temperature of the

sample is the same before and after the laser is turned on. Therefore, the -

same experimental conditions exist. Any errors introduced by the view factors

-. and uncertainties in the numerical values of the emittances and temperatures

of the obscuring surfaces in the field of view of the sample automatically

cancel each other out. The error in measuring the absorptance reduces exclu-

sively to the error introduced in measuring the electrical and laser power.

17
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IV. CHOICE OF TEST MATERIAL AND EXPERIMENTAL SETUP

Measurements were made on a SiC/A1203 coating with a molybdenum sub-

strate. SiC/A120 3 was chosen because of both its apparent stability during

temperature cycling and its suspected high emissivity. A molybdenum substrate

was selected because molybdenum is a refractory metal and has a coefficient of

thermal expansion similar to that of SiC/A1203. These characteristics were

important for evaluating the overall performance of the calorimeter and

establishing its accuracy and operational range. The coating bonded well to

the molybdenum substrate and was resistant to thermal shock. Debonding did

not occur with repeated cycling between 200 and 700"C. Although the sample

darkened slightly after the first cycling to 700*C, no further change was

noticed.

Molybdenum disks i in. in diameter and 0.25 in. thick were prepared for

coating. Blind mounting holes were drilled and tapped on one side and both

sides were cleaned and polished. A coating 0.013 to 0.015 in. thick was

flame-sprayed from a SiC/A120 3 powder (in the ratio of 25% SiC to 75% A1 203 )

onto the untapped sides. The disks were anchored with screws to the heating

blocks and then were assembled into the calorimeter. Care was taken to ensure

that good thermal contact was made between the samples and heating block sur-

faces. Two thermocouples were embedded in grooves at these junctions.

The assembled calorimeter was placed in a vacuum chamber with a liquid-

nitrogen-cooled shroud. Operational pressures were below 100 mTorr for low

temperature (200 0C) and increased as high as 200 mTorr at high temperature

(7000C).

19
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V. RESULTS

Data were taken at 100*C intervals in the range of 200 to 700*C. Values

for the total hemispherical emittance were calculated by using Eq. (3). These

results are presented in Table 1. It was found that for SiC/A1203 the emit-

tance was I at 198*C and that it decreased to about 0.81 at 692*C.

Initially there was an unexpected problem in taking absorptance data. It

was anticipated that laser power would replace electric power and that the

temperature of the laser-illuminated sample would remain constant. In actual

practice, this did not happen. During the limited laser exposure period,

laser power did indeed replace electric power, but the sample stabilized at a

temperature several degrees higher than the housing. To overcome this, it was

necessary to begin laser illumination with the sample at a temperature a few

degrees lower than the housing. This procedure yielded excellent results.

Measurements for laser absorptance were made at 600 and 700*C for several

levels of laser flux. Values for the absorptance were obtained by using

Eq. (4). These results are presented in Table 2. An actual absorptance curve

is shown in Fig. 4.

The temperature controllers, although very consistent in achieving

repeatable values, were not accurate in reaching target temperatures. For

expediency in cases in which equilibrium was achieved at a temperature

slightly different from the target temperature, data were taken at the

equilibrium point.

21
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Table 1. Emittance of SiC/A1203 as a Function of 0
Temperature for Samples A and B.

Emittance

Temperature, ±1*C Sample A Sample B 0

692 0.82±0.04 0.81±0.04

596 0.83+0.04 0.84±0.04

497 0.86±0.04 0.86±0.04

398 0.87±0.04 0.88±0.04

300 0.95±0.05 0.94±0.05

198 1.01±0.05 1.00±0.05

Table 2. Absorptance of SiC/A12 03 at 10.6 Prn

Run No. P 2-P 1  P LI ±2 W Temperature, ±I1C aiO,T)

1 48 57 699 0.85±0.03

2 38 46 699 0.83±0.04

3 33 38 699 0.87±+0.05

4 44 51 599 0.87±0.04

5 42 51 599 0.83±0.04

6 37 42 599 0.88±0.05

Sample was illuminated with a C02 CW laser.
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SAMPLE A
SAMPLE B

LASER ON

C=

LASER OFF
I I I I I I I I I I IJ

50 SECONDS/DIVISION

Fig. 4. Actual Behavior of Power Controllers' Output while Sample A is
being Illuminated by the Laser
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In runs 1 through 3 the laser flux was varied while the temperature was

held constant at 699*C. For runs 4 through 6 the laser flux was also varied,

but the temperature was 599*C. It was found that the absorptance of SiC/AI203

at a CO2 laser wavelength (10.6 um) and within the approximate temperature

range of 600 to 700*C remains constant within the experimental error at about

0.86. At lower temperatures, a minimum of 30 W or less of laser power was

needed to evaluate the absorptance. At such low levels of output, for the

setup used in this experiment, the laser was unstable and measurements were

not possible.

S

J
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VI. DISCUSSION OF ERRORS

For measures of both the emittance and absorptance, the major source of

error is in determining values for the electrical power that heats the . -

sample. The error introduced by the measuring instruments, ±0.5%, is over-

shadowed by the effects that temperature differences in the housing have on

the amount of power that heats the sample. These effects appear at both ends

of the operating range. OFHC copper becomes highly reflective when heated in

vacuum. Attempts at decreasing this reflectance with high temperature mani-

fold paints proved unsuccessful. At a temperature of 200*C, the calorimeter

takes an excessively long time (usually several hours) to come to equilib-

rium. At a temperature of 7000 C, both of the front plates may be as much as

7*C cooler than the center of the calorimeter. If the temperature is not at

equilibrium and uniform, the power readings for the samples are inaccurate,

making the error introduced by these temperature differences difficult to

address. The uniformity of the temperature of the calorimeter improves if the

device is left undisturbed for long periods of time. By recording the changes

in power as temperature uniformity improves and by extrapolating, it is

possible to estimate this error. A conservative estimate of the error in the

power readings resulting from temperature differences is ±5%. This number is

used to compute the error in emittance values.

An additional source of error is the uncertainty in the values of the

emittances e of the surfaces seen by the sample. However, this error is very

small and well within the ±5% uncertainty of the power readings for all except

the first two surfaces. The reason for this is that all the surfaces except

the gap and the front plate are at temperatures much lower than the sample.

Because of the fourth power law, the first term predominates. The emittance

for the gap was taken as 1.0 and, for the front plate (cleaned OFHC copper), a

moderate 0.1.

For the measurements of laser absorptance, the major source of error was

* introduced by the difficulties in measuring the laser power. The C02 CW laser

used was stable only within ±2 W of power delivered to the sample. This

number was used to calculate the error.
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VII. CONCLUSIONS

In order to determine the accuracy of the calorimeter for measuring the

emittance and absorptance of materials, it would be desirable to compare

results obtained with the calorimeter to a standard. Unfortunately, up to the

present, efforts to locate a standard have been unsuccessful. It appears that

the National Bureau of Standards has discontinued manufacturing calibrated

sources for emittance as a function of temperature. As for absorptance as a

function of temperature and wavelength, a calibrated source has never been

produced.

The values for the emittance and absorptance of SiC/A1203 obtained with

the calorimeter appear reasonable. The high absorptance of SiC/AI203 was

substantiated, at least at room temperature. Measurements of the total hemi-

spherical reflectance in the infrared between 2.5 and 20 Um with a Fourier

transform infrared device gave null results for the same samples before and

after testing with the calorimeter.

Although the apparatus described here functions well, several modifica-

tions to increase its efficiency are being contemplated. Some are intended to

improve temperature uniformity, and others will result in a more rapid sample

turnaround time. Preliminary tests indicate that if a base coating with an

intermediate coefficient of thermal expansion is used, it may be possible to

coat the outer surface of the housing with SiC/A1203. If this approach is

successful, the emittance and absorptance of the housing will be increased

considerably, and the time to reach equilibrium will be greatly shortened.

The approach for establishing values for the total hemispherical emit-

tance and normal spectral absorptance (under laser irradiation) of engineering

materials described in this report shows promise. Some small changes should

be made in the apparatus to reduce both temperature difference and the time

necessary to reach equilibrium, but data already taken are consistent and

repeatable. Testing of the thermo-optical properties of materials other than

SiC/A1203 will constitute the next phase of this work.
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APPENDIX: CALCULATION OF VIEW FACTORS

In order to calculate view factors, axial symmetry is exploited. For

two concentric circular areas the view factor is given by

F1,2 =2 -

where

X - a/c

Y - c/b

z - 1 + (1 + X2)¥ 2

and

a = radius of area I

b = radius of area 2

c = distance between the two areas

By computing the view factors between the sample and any two concentric

circular areas and subtracting one from the other, the view factor between the

sample and the wall between the two concentric areas is calculated.

By computing the products AiFij and AiFij+ 1 and subtracting one from the

other, the resulting view factor between Ai and the wall between Aj and Aj+1

is calculated. By repeating the process for A 1l and subtracting the two

results, the view factor between any two walls can be obtained. The only

requirement is that the circular areas have a common normal axis through their

centers. This method was used to compute the view factors between the gap and

all surfaces seen by the gap.
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LABORATORY OPERATIONS

The Laboratory Operations of The Aerospace Corporation is conducting

experimental and theoretical investigations necessary for the evaluation and

application of scientific advances to new military space systems. Versatility

and flexibility 1-ve been developed to a high degree by the laboratory person-

nel in dealing with the many problems encountered in the nation's rapidly
developing space systems. Expertise in the latest scientific developments is

vital to the accomplishment of tasks related to these problems. The labora-

tories that contribute to this research are:

Aerophystcs Laboratory: Launch vehicle and reentry fluid mechanics, heat
tranaer and flight dynamics; chemical and electric propulsion, propellant
chemistry, environmental hazards, trace detection; spacecraft structural
mechanics, contamination, thermal and structural control; high temperature
thermomechanics, gas kinetics and radiation; cw and pulsed laser development
including chemical kinetics, spectroscopy, optical resonators, beam control,
atmospheric propagation, laser effects and countermeasures.

Chemistry and Physics Laboratory: Atmospheric chemical reactions, atmo-
spheric optics, light scattering, state-specific chemical reactions and radia-
tion transport in rocket plumes, applied laser spectroscopy, laser chemistry,

laser optoelectronics, solar cell physics, battery electrochemistry, space
vacuum and radiation effects on materials, lubrication and surface phenomena,
thermionic emission, photosensitive materials and detectors, atomic frequency
standards, and environmental chemistry.

Flectronics Research ahoratory: Microelectronics, CaAs low noise and
power devices, semiconductor lasers, electromagnetic and optical propagation
phenomena, quantum electronics, laser communications, ltdar, and electro-
optics; communication sciences, applied electronics, semiconductor crystal and
device physics, radiometrtc imaging; millimeter wave, microwave technology,

and RP systems research.

Information Sciences Research Office: Program verification, program
translation, performance-sensitive system design, distributed architectures
for spacehorne computers, fault-tolerant computer systems, artificial Intel-

ligence and microelectronics applications.

Materials Sciences Laboratory: Development of new materials: metal
matrix composites, polymers, and new forms of carbon; nondestructive evalua-
tion, component failure analysis and reliability; fracture mechanics and
stress corrosion; analysis and evaluation of materials at cryogenic and
elevated temperatures as well as in space and enemy-induced environments.

Space Sciences Laboratory: Magnetoapheric, auroral and cosmic ray phys-
ics, wave-particle interactions, magnetospheric plasma waves; atmospheric and
ionospheric physics, density and composition of the upper atmosphere, remote
sensing using atmospheric radiation; solar physics, infrared astronomy,
infrared signature analysts; effects of solar activity, magnetic storms and
nuclear explosions on the earth's atmosphere, ionosphere and magnetosphere;
effects of electromagnetic and particulate radiations on space systems; space

instrumentation.
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